PNEUVVIISSION

Composite push-in fittings

Technical data

f’%*

Fluid type Air

Operating pressure range 0-9.9kgf/cm*(0-99KPa)
Negative pressure -750mmHg(10Torr)
Operating temperaturerange | 0~60C

Recommended tube material Nylon and Polyurethane

How to Order

PC 08 - 02
@ @ ®
(@ MODELTYPE
@ TUBE OUTER DIAMETER
Metric Size
Code 04 06 08 10 12 16
Dia D4 6 o8 @10 12 16
Inch Size
Code 18 5/32 3116 174 5/16 3/8 112
Dia ®1/8 ©5/32 ©3/16 1/4 ©5/16 3/8 ®1/2
THREAD TYPE & SIZE
Metric Size British Standard Pipe Thread Taper(PT Thread) |British Standard Pipe Thread Parallel (G- Thread)
Code M5 M6 01 02 03 04 G01 G02 G03 G04
Size M5x0.8| M6x1| PT1/8 | PT1/4 | PT3/8 | PT1/2 | G1/8 G1/4 G3/8 G1/2
National Pipe Taper Thread (NPT)
Code u NO1 NO2 NO3 NO4 NOB
Size 10-32UNF NPT1/8 NPT1/4 NPT3/8 NPT1/2 NPT3/4
104

Subject to change without notice, for updated information, please visit www.pneumission.com







